




   

 
 
STATE CODE              __ __
 
SHRP SECTION ID   __ __ __ __

____________________________ 

 
 
 
 
 
 
 
 

DATE OF DISTRESS SURVEY (MONTH/ DAY/ YEAR)  __ __/ __ __/ __ __ 
SURVEYORS:  __ __ __, __ __ __ 

FAULTMETER NO. ____________  
 

DISTRESS SURVEY FOR PAVEMENTS WITH CONTINUOUSLY 
REINFORCED PORTLAND CEMENT CONCRETE SURFACES 

(CONTINUED) 
     
 
 9. LANE-TO-SHOULDER DROPOFF 
 
10.LANE-TO-SHOULDER SEPARATION 
 

  Point1                Well 
   Distance      Lane-to-Shoulder2      Lane-to-Shoulder        Sealed  
Point No.  (Meters)   Dropoff (mm)      Separation (mm)   (Y/N) 
 

 1.      0.0    __ __ __      __ __ __          __ 

 2.     15.25    __ __ __      __ __ __               __        

 3.     30.5         __ __ __      __ __ __           __ 

 4.     45.75    __ __ __      __ __ __           __ 

 5.     61.0    __ __ __      __ __ __           __ 

 6.     76.25    __ __ __      __ __ __           __ 

 7.     91.5    __ __ __      __ __ __           __ 

 8.    106.75    __ __ __      __ __ __           __ 

 9.    122.0    __ __ __     __ __ __           __ 

10.    137.25    __ __ __          __ __ __           __ 

11.    152.5    __ __ __         __ __ __                __ 

 

Note 1. Point Distance is from the start of the test section to the 
measurement location.  The values shown are S1 equivalents of the 50 
ft spacing used in previous surveys. 

 
Note 2. If heave of the shoulder occurs (upward movement), record as a 

negative (-) value.  Do not record (+) sign, positive values are 
assumed. 
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